
Electric power fl oat for epoxy-based coatings, broadcast quartz fl ooring, and 
stone carpet fl ooring.

Included: Machine, handlebar, 1 trowel disc with a diameter of 500 mm, 20 
troweling blades (mounted) and key for removing the trowel disc.

Battery driven trowel machine for epoxy-based coatings, broadcast quartz fl ooring, and 
stone carpet fl ooring.

Included: Machine, handlebar, 1 trowel disc with a diameter of 500 mm, 20 troweling 
blades(mounted), key for removing the trowel disc, 3 battery belts and 2 battery chargers.

BATTERY POWER TROWEL 
210000 BATTERY POWER TROWEL 

TECHNICAL DATA
Motor power: 200 W / 0.27 hp
Voltage battery: 24 VDC
Soltage battery charger: 230 V 1~/ 110 V 1~
Speed: 0-170 rpm 
Working width: 475 mm / 19”
Weight: 14 kg / 31 lbs
Measure: 50x100x50 cm / 19,7” x 40” x 19,7”

ELECTRIC POWER TROWEL 
220000 ELECTRIC POWER TROWEL 

TECHNICAL DATA
Motor power: 200 W / 0.27 hp
Voltage: 230 V 1~/ 110 V 1~
Speed: 0-170 rpm 
Working width: 475 mm / 18”
Weight: 14 kg / 31 lbs
Measure: 50x100x50 cm / 19,7” x 40” x 19,7”

BURNISHER 
 400050 BURNISHER CLASSIC

TECHNICAL DATA
Burnishing Width: 53 cm x 60 cm x 68 cm / 21”, 24”, 27”
Performance: 3200 m2/h / 34000 ft2/h
Engine: 603cc 18 HP Kawasaki, LEHR Fuel System, EPA/CARB Certifi ed
Sound Level: 87 dBA
Pad Speed: 1200-1825 RPM
Pad Size: 21”, 24”, and 27” Pad Drivers With Toolless Removal
Run Time: 6 Hours Per 20 lb Cylinder
Frame: Powder Coated Reinforced Steel
Width: 71 cm / 28”
Length: 134 cm / 53”
Weight: 127 kg / 280 lbs
Shipping Weight: 140kg / 310 lbs
Ignition System: 12v Lithium-ion Battery Start
Fuel Tank: Steel with Overfi ll Protection

The Scanmaskin Burnisher is a powerful and effi cient propane fl oor burnisher, featuring a heavy duty steel 
frame and standard 27” pad driver. This unit is well suited for both medium and large commercial jobs, and 
can burnish up to 34,000 sq ft per hour.

The Burnisher also offers a quick change system that allows the operator to change the pad driver size to a 
width of 24” or even 21”, creating more versatility (optional kit). The entire pad driver can also be removed 
quickly from the machine using a special locking pin, without the need for any hand tools.

With the newly designed Lehr propane fuel system, the Burnisher will automatically adjust to varying loads 
and does not require any manual tuning or adjustments. This unit also features dual engagement handles for 
easy access, and a propane emissions safety shutoff system. The WS model is available with or without a 6 
gallon water tank.
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